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USATCO Tungsten Bucking Bars
Product Details
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Part No. Weight

08-1100T 1.16 lbs (0.53 kgs)

Part No. Weight

08-1101T 1.07 lbs (0.49 kgs)

Part No. Weight

08-1102T 2.87 lbs (1.30 kgs)

Part No. Weight

08-1103T 1.31 lbs (0.59 kgs)

Part No. Weight

08-1104T 1.20 lbs (0.54 kgs)

Part No. Weight

08-1105T 2.62 lbs (1.19 kgs)

Part No. Weight

08-1106T 2.19 lbs (0.99 kgs)

Part No. Weight

08-1107T 2.93 lbs (1.33 kgs)

08-1115T

08-1111T

08-1110T

08-1113T

Made In
The USA

Vibration
Reducing

Deburred Edges &
Polished Working Surfaces

USATCO can fabricate custom designs from your drawings, please inquire.
Note: Dimensions and weights are approximate and may vary slightly.
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Part No. Weight

08-1108T 1.70 lbs (0.77 kgs)

Part No. Weight

08-1109T 1.92 lbs (0.87 kgs)

Part No. Weight

08-1110T 2.52 lbs (1.14 kgs)

Part No. Weight

08-1111T 5.90 lbs (2.68 kgs)

Part No. Weight

08-1112T 2.73 lbs (1.24 kgs)

Part No. Weight

08-1113T 2.81 lbs (1.28 kgs)

Part No. Weight

08-1114T 2.34 lbs (1.06 kgs)

Part No. Weight

08-1115T 2.63 lbs (1.19 kgs)

Part No. Weight

08-1116T 3.87 lbs (1.76 kgs)

Part No. Weight

08-1117T 2.58 lbs (1.17 kgs)

Part No. Weight

08-1119T 1.53 lbs (0.69 kgs)

Part No. Weight

08-1160T 1.44 lbs (0.65 kgs)

Part No. Weight

08-1161T 1.79 lbs (0.81 kgs)


